


 

 

 
 

 

 
Technical Information and Application Guide 

 

Instructions 
 
Newly installed surfaces 
 
Before grouting:  
Apply a generous even coat of Universeal Colour Plus to the 
dry surface and edges of the stone.  
Allow at least 24 hours drying time before the 
commencement of grouting.  
This pre-treatment will render  the surface water repellent 
and acts as a grout release an d greatly facilitates removing 
cement and grout residues. 
Please Note:  Most cement residue removers contain acid 
and are not suitable for use on most natural stone surfaces.   
Universeal Grout Film Remover is safe to use on natural 
stone surfaces, to help remove  grout residues easier, use a 
white cleaning pad.  
After grouting, at least one fina l coat of Colour Plus must 
be applied. Please make sure the stone and grout is 
completely dry before appl ying any final coatings.  
It is strongly recommended that you leave the grout at least   
12 hours to dry before applying the final coats of 
impregnator.  
Please Note:  The surface must retain a matt finish 
after treatment. Any excess left on the surface could 
oxidise to form an unsightly gloss varnish .  
For stronger colour enhancement,  also in the case of more 
absorbent surfaces, further coats may need to be applied.  
Once at least 2-3 coats of Colour Plus have been applied 
and 24hours has past since the last application, a final test 
for stain protection can be done. This test is what is known 
as a drop test, it is a very simple test. All you need to do is 
drop a spoonful of water on to the surface of the stone. If 
the water does not penetrate into the stone after 5-10 
minutes then the floor is fully pr otected. If the test does not 
show to be successful then apply further coats until desired 
affect. 

Application Guide – Colour Plus

Please Note 
 
Natural stone comes in a vari ety of different properties 
(density, porosity, texture etc.)  
One commonality of natural stone is they all need 
impregnating with an effect ive protective treatment.  
These treatments embellish th e stone, guarantee optimal 
useful properties and ensure the longevity of the natural 
stone. 
 

Important Guidance 
 
Please note that all limestone and marble surfaces are 
sensitive to acid. Substances such as vinegar, wine, lemon 
juice, ketchup, bleaches, caustics and acid based cleaners 
will damage the surface and leave dull spots.  
Avoid these substances coming into contact with polished 
and finely honed surfaces. Also , avoid using scouring pads 
and other abrasives as they will scratch and damage the 
surface. 
Although Colour Plus aids na tural beauty and protection 
for the stone against water an d oil based staining; it will 
not offer any protection agains t any acid, caustic or citrus 
substances.   
 

Maintaining stone floors 
 
Regular maintenance  
Use Universeal Easy Clean or Stone Cleaner regularly for 
well maintained surfaces.  
Add from 1-8 caps full (20ml) to one bucket of warm clean 
water. 
Wash floor surface with solu tion until clean, rinse with 
clean water and allow the floor to dry thoroughly.  
Do not walk on the floor surface during drying time. 
 
 

 

 

Other, stubborn types of dirt 
 
Universeal Pro-Strip dissolves or ganic dirt such as wax, oil, 
grease, tar, fresh paint, sealants, care product residues, etc. 
Field of Use 
For removing oily and greasy dirt deposits from solvent 
resistant surfaces such as natural and engineered stone,  
 

 
 
 


